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DATASHEET 

NVR208 Network Video Recorder 

Key Features 

 16/32-channel 1080P input 

 Third-party IP cameras supported with ONVIF conformance 

 HDMI, VGA output up to 1080p 

 accurate retrieval, instant playback 

 8 SATA HDDs up to 32TB 

 Support for UPnP, NTP, DHCP, PPPoE 

 Support for mobile client access 

Specifications 

 NVR208-16-IN NVR208-32-IN 

Video  

IP Video Input 16-ch 32-ch 

VGA Output 1-ch 

HDMI Output 1-ch 

Recording Resolution 1080P/720P/ D1/2CIF/CIF 

Sync Playback 16-ch 720P 

Audio 

Output 1-ch, RCA 

Two-way Talk 1-ch Input, 1-ch Output (Reuse the audio output channel), RCA 

Storage 

HDD 8 SATA interfaces  

Capacity Up to 4TB capacity for each HDD  

External Interface 

Network Interface 2 RJ45 10M/100M/1000M adaptive Ethernet Interface 

USB Interface 2 USB2.0 interface, 1 USB3.0 interface 

Serial Interface 1 RS-232 , 1 RS-485 

Alarm I/O 8/2 

General 

Power Supply 100 ~ 240 VAC 

Consumption 
20W（Without Disk） 

90W（Fully Configured） 

Working Environment 
-10°C to 55°C(10 °F to 131 °F) 

10% to 90% RH 

Weight Empty<5.5kg  (12.1lb) 

Fully Configured<11kg (24.3lb) 
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DATASHEET 

Dimensions (H×W×D)  86.1mm × 442.0mm ×421.0mm (3.39" × 17.40" × 16.57") 

Dimensions 

 

Rear Panel 
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